Monterings vejledning
Af monteringsarme sæt fra MurerPoint MIXPoint
[image: Et billede, der indeholder tekst, skærmbillede

Automatisk genereret beskrivelse]
[image: Et billede, der indeholder tekst, skærmbillede, Font/skrifttype, Grafik

Automatisk genereret beskrivelse]MurerPoint Aps 
Mail: Info@murerpoint.dk
TLF: +4527145525
www.murerpoint.dk
image1.png
Parts for /
Clamp Assembly =
Right & Left Clamp M H /

Am assembly
3.5 Clamp Bolts (2) . J Long Bolts are
7/16" Wrench (1) 5 \ assembled as shown.
- Alonger bolt can be
1/4" Washers (2) \ e
With the bolts slightly loosened,
. . position the Clamp Blocks as
needed for the best fit.
Turn Blocks Adjust up or
to fit. down to fit.

Chuck the dril
to the Cam Stud.

The Notch in
. the Clamp Arm
should be on the bottom.

Determine the best position for
the Clamp Arm assembly.

The Back of the Drill
should be flush to

When positioned, tighten the (4) side
bolts first, then tighten the two long
the back of the metal bolts. (Do not overtighten bolts).

Clamp Arms.

Tighten the mounting nuts | li

when positioned.

For more length the Install the Cam Guard.

Clamp Arms can be - Run the drill in forward
positioned like this. - — only to dispense material.
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